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This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC
Rules. See Page 2 for complete details.

This equipment has been tested and found to comply with Industry Canada Standards. See Page 2 for
complete details.
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Helpful Website
The following website contains general information which may be of interest to you:

http://www.trilithic.com

Trilithic’s website contains product specifications and information, tips, release information,
marketing information, Frequently Asked Questions (FAQs), bulletins, and other technical
information.  You can also check this website for product updates.

1. General Information
Chapter 1

Where to Get Technical Support
Trilithic technical support is available Monday through Friday from 8:00AM to 5:00PM EST.
Callers in North America can dial 317-895-3600 or 800-344-2412 (toll free).  International callers
should dial 317-895-3600 or fax questions to 317-895-3613.  You can also e-mail technical
support at techsupport@trilithic.com.

For quicker support response when calling or sending e-mail, please provide the following
information:

• Your name and your company name

• The technical point of contact (name, phone number, e-mail)

• The version numbers for the Seeker BB-2 firmware and Seeker Setup software

• The version of Windows you are using (including any Service Packs and patches)

• A detailed description of the problem you are having, including any error or information
messages
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Rear View
Power LED

This LED is used to indicate that power is
supplied to the Seeker BB-2.

Antenna input

This connection is used to connect an
external monopole antenna.

Serial GPS connection

This connection is used to connect to a
serial (RS-232) enabled GPS receiver.

USB connection

This connection is used to connect a USB
flash drive in order copy the leakage data
to the USB flash drive and then is
uploaded to the central server using a
website on the internet.

Wi-Fi antenna connection

This connection is used to connect a Wi-Fi antenna in order to transmit wireless data to a
PC or laptop computer or the central server.
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Data Upload Options

USB Flash Drive
The leakage data can be uploaded via a USB flash drive.  The user places a USB flash drive
in the Seeker BB-2 USB port, the leakage data is then copied to the USB flash drive and then
is uploaded to the central server using a website on the internet.

This chapter:

• Provides information on Seeker BB-2 operation

• Discusses the data upload options of the Seeker BB-2

3. Operation
Chapter 3

For detailed instructions on how to update the Seeker BB-2
Firmware, see the Seeker Setup Operation Manual.

Configure Settings
You must configure the Seeker BB-2 settings using the Seeker Setup software. The Seeker BB-2
comes from the factory with default settings, but it is likely they will need to be customized.
Detailed instructions can be found in the Seeker Setup Software Operation Manual.

Do not cycle the vehicle’s power OFF then ON with the USB
flash drive connected.  Doing so will put the Seeker BB-2 in an
error state where the Seeker BB-2 will not record leakage data.
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Fleet Management System Integration
For fleets equipped with GPS-based fleet management systems the real-time leakage data
can be automatically uploaded directly to the central server through the truck’s cellular
connection.

The Seeker BB-2 supports up to 128 bit Wired Equivalent
Privacy (WEP) and Wi-Fi Protected Access (WPA) security.

Wi-Fi
The leakage data can be uploaded via a wireless connection.  Whenever the user’s vehicle is
parked for a user-determined duration in a user-determined upload position/zone within range
of  an authorized wireless hotspot, the leakage data is uploaded directly to the central server.
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• Frequency range: 109.25 to 110.5 MHz and 118.50 to 147.25 MHz, settable using
Seeker Setup software.

• Level range: 2 to 2000 μV/M.

• Channel tag range: 10 Hz to 23 Hz (excluding 16 Hz)

• Other:

Dimensions: 11.00” x 8.00” x 2.15” (279mm x 203mm x 55mm)

Weight: 3.10 lbs (1406.13 g)

4. Specifications
Chapter 4
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Warranty Information
Trilithic, Inc. warrants that each part of this product will be free from defects in materials and
workmanship, under normal use, operating conditions and service for a period of two (2) years
from date of delivery.  Trilithic, Inc.’s obligation under this Warranty shall be limited, at Trilithic,
Inc.’s sole option, to replacing the product, or to replacing or repairing any defective part, F.O.B.
Indianapolis, Indiana; provided that the Buyer shall give Trilithic, Inc. written notice.

Batteries are not included or covered by this Warranty.

The remedy set forth herein shall be the only remedy available to the Buyer under this Warranty
and in no event shall Trilithic, Inc. be liable for incidental or consequential damages for any alleged
breach of this Warranty.  This Warranty shall not apply to any part of the product which, without fault
of Trilithic, Inc., has been subject to alteration, failure caused by a part not supplied by Trilithic, Inc.,
accident, fire or other casualty, negligence or misuse, or to any cause whatsoever other than as a
result of a defect.

Except for the warranty and exclusions set forth above, and the warranties, if any, available to the
Buyer from those who supply Trilithic, Inc., there are no warranties, expressed or implied (including
without limitation, any implied warranties of merchantability of fitness), with respect to the
condition of the product or its suitability for any use intended for it by the Buyer or by the purchaser
from the Buyer.





9710 Park Davis Drive
Indianapolis, IN 46235

(317) 895-3600
www.trilithic.com
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